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Abstract
Electrodynamic shakers are widely used in experimental investigations of vi-
brated fluids and granular materials. However, they are plagued by undesirable
internal resonances that can significantly impact the quality of vibration. In
this work, we measure the performance of a typical shaker and characterize the
influence that a payload has on its performance. We present the details of an
improved vibration system based on a concept developed by Goldman [1] which
consists of a typical electrodynamic shaker with an external linear air bearing to
more effectively constrain the vibration to a single axis. The principal compo-
nents and design criteria for such a system are discussed. Measurements charac-
terizing the performance of the system demonstrate considerable improvement
over the unmodified test shaker. In particular, the maximum inhomogeneity of
the vertical vibration amplitude is reduced from approximately 10% to 0.1%;
moreover, transverse vibrations were effectively eliminated.
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1. Introduction
The overall design of standard electrodynamic shakers is not dissimilar to
that of a loudspeaker [2, 3]. Their primary feature is an armature assembly
driven by a coil of wire subject to a radial magnetic field. The armature is
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mechanically supported and positioned within the shaker housing by a flexure5
plate with low axial stiffness. A schematic of the cross-section of a typical elec-
trodynamic shaker is shown in figure 1. While such traditional electrodynamic
shakers are relatively robust and can generate a high level of force output, they
often introduce undesirable transverse or rocking motions as a result of internal
resonances [4]. This non-axial motion is of particular concern for calibrating ac-10
celerometers [5]. International standards for accelerometer calibration include
guidelines as to the level of acceptable transverse motion [6]. Below 1000 Hz,
transverse motion below 10% of the axial vibration amplitude is considered ac-
ceptable by these standards, however these limits are readily exceeded by typical
flexure-based shakers [5].15
One method to minimize transverse motion of the armature is by incorpo-
rating an air bearing slide in place of the flexures [7, 8]. This provides a high
degree of lateral stiffness while maintaining nearly frictionless motion along axis.
Several manufactures have begun to offer air-bearing shakers (e.g. The Modal
Shop K394B30/B31), marketed primarily for accelerometer calibration applica-20
tions. The payload capacity for such devices is generally quite low (less than 0.5
kg), severely limiting their range of utility for other applications. When both
higher force capacity and uniaxial motion are required, other options must be
pursued.
One option, the focus of this paper, is using a standard electrodynamic25
shaker with a flexure suspension and an external air bearing. Similar systems
have been used in the past, primarily to study the behavior of vibrated granular
media [1, 9, 10, 11, 12, 13, 14, 15, 16, 17] and also in studies of vibrated thin
plates [18]. The frequencies of interest for these experiments generally range
from 10 to 150 Hz. Non-axial vibration can be particularly detrimental to stud-30
ies of vibrated granular materials, which can result in heaping [19, 20] as well
as bulk rotation [1, 21]. The recent work of Aranson et al. [21] suggested that
observations of large scale swirling motions of quasi-horizontal vibrated granular
rods [22] may be due to unintended in-plane vibrations of the substrate. In par-
ticular, their experiments with an unmodified shaker and theoretical modeling35
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suggest that the swirling motion is highly sensitive to the relative phase of the
horizontal and vertical vibrations, which changes most rapidly near an internal
resonant frequency of the shaker. They also noticed a significant shift in the
shaker resonant frequency when switching from a monolayer of rice to steel rods,
corresponding to an increase of only 0.18 kg in the mass of the payload. This40
is a striking example of an experiment where ignoring non-axial motions of the
driver may lead to spurious conclusions.
Similar vibration systems incorporating an external air bearing have also
been used to study Faraday waves [23, 24, 25, 26]. Above a critical value of the
forcing amplitude known as the Faraday threshold, waves form spontaneously45
on the free surface [27, 28]. In studies of Faraday waves, spatial inhomogeneities
of the forcing amplitude can lead to the formation of asymmetric surface wave
patterns [29]. One option to attempt to compensate for nonuniform vibrational
forcing amplitude is to dynamically balance the payload by positioning weights
along the periphery of the fluid container until the Faraday waves appear to be50
uniformly excited at threshold [30]. However, an unbalanced payload could be
potentially damaging to the shaker; furthermore, this process is time consuming
and heuristic, and must be repeated with any change in the payload or driving.
It is also unclear what impact this method has on the transverse motions of the
shaker.55
Our principal motivation for the development of a refined shaker system
is for studies of oil droplets bouncing on the surface of a vibrated fluid bath
below the Faraday threshold. These drops can walk spontaneously across the
free surface through a resonant interaction with their own Faraday wave field
[31, 32]. The walking drops exhibit many features of microscopic, quantum60
particles [33], including single-particle diffraction [34], tunneling [35], quantized
orbits [36, 37, 38, 39], and wave-like statistics in confined geometries [40]. The
analogue quantum behavior emerges just below the Faraday threshold where
in the absence of the droplet, the surface remains flat. Typical studies of this
system use vibration frequencies ranging from 20 to 150 Hz [41], but most com-65
monly in the intermediate range of 50 to 80 Hz. Typical acceleration amplitudes
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are below 5g, where g is the acceleration due to gravity. Driver payloads are typ-
ically on the order of a few kilograms. These hydrodynamic quantum analogue
experiments define the parameter regime of interest in the present study. We
have already successfully utilized the improved shaker system discussed in this70
work in our recent experimental investigations of the walking droplet system
[42, 37].
Despite the numerous applications of electrodynamic shaker systems, details
about their design and quantification of their performance benefits are extremely
rare. Providing these details for our the system is the focus of the present work,75
which we hope will prove useful to those interested in the experimental modeling
of hydrodynamic quantum analogues. In Section 2, we describe the details of
the shaker as well as our measurement techniques. In Section 3, we present
baseline measurements of our unmodified test shaker, which motivates the need
for an improved design. In Section 4, we outline the details of the improved80
system and specify key design criteria. In Section 5, we present the test results
of the improved system. Finally in Section 6, we summarize our conclusions
and offer perspectives for future applications.
2. Experimental details
Throughout this work we use a Data Physics V55 electrodynamic shaker85
and PA300E amplifier as our driver, which is rated for a maximum sine force of
310 N and 12.7 mm peak-to-peak travel. It has a 76.2 mm diameter mounting
table atop the armature with 9 threaded mounting holes. This shaker will
be identified throughout as our “test shaker.” While the construction of our
test shaker is typical of most standard shakers with flexure-plate suspensions,90
the precise characteristics and internal resonances will of course vary between
manufacturers and models. Regrettably, data on transverse motion and spatial
homogeneity of vibration is not readily available when purchasing a shaker. One
specification that is commonly provided in the manufacturer’s literature is the
armature resonance frequency, which refers to the frequency at which flexural95
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resonances of the metal armature are excited. For our test shaker this frequency
is listed as 7000 Hz ±5%, well above the typical operational frequencies for
studies of granular media, Faraday waves, and bouncing droplets (< 150 Hz).
One might thus naturally but mistakenly assume that such a shaker would
provide high-quality driving for our experiments.100
The shaker housing (43 kg) is bolted directly to a massive steel platform (54
kg) which can be leveled. An additional mass of 110 kg of granite blocks is added
to the platform to further attenuate the vibration of the support structure. The
leveling legs rest on rubber vibration-damping pads which reduce transmission
of vibration to the floor.105
In this study we measure accelerations using two miniature piezoelectric
accelerometers (PCB, 352C65) weighing 2.0 grams each and with sensitivities
of approximately 100 mV/g, where g is the acceleration due to gravity. For
measurements of the homogeneity of vertical vibration, we stud mount the two
accelerometers on diametrically opposed positions atop a precision ground alu-110
minum plate, as shown in figure 2a. The hole for the stud is drilled and tapped
normal to the mounting surface with an error of less than 1°. The mounting
surface is cleaned before each installation and coated with a thin film of oil
which fills any small voids in the surface, improving the vibration transmission
to the sensor. The nominal calibration uncertainty for the sensors is ±1.5%115
for frequencies in the range of 10-99 Hz and ±1.0% for the frequencies in the
range of 100-1999 Hz. The influence of these uncertainties on our assessment
of vertical vibration homogeneity can be mitigated via a cross check of the
accelerometer measurements. Specifically, we repeat each measurement twice,
swapping the positions of the accelerometers on the second trial, and averaging120
the results. This mitigates any differences introduced exclusively by different
calibration errors of the two accelerometers. Some measurement error naturally
persists, which we refer to as “random error.” Random error can be caused by
environmental factors, transverse sensitivities of the accelerometers, and even
differences in accelerometer cable routing and mounting torque [6]. We mini-125
mize measurement errors introduced by the accelerometer cable by routing the
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cable so that it does not contact the payload during operation. We also adjust
the stationary cable routing point in order to avoid any transverse standing
waves that can arise along the cable length. Furthermore, the shaker typically
warms over hours of use [14], and the mechanical properties of its suspension130
may subsequently drift, leading to minor differences in performance between
experiments. To assess the relative influence of random errors, we repeated the
aforementioned measurement procedure many times for our primary data sets
with and without the external air bearing (five times for figure 2c and thirteen
times for figure 8b), each time sweeping the full frequency range of interest and135
dismounting and remounting both the accelerometers and their mounting plate
following each measurement. Well below the shaker resonant frequency, the
random errors were typically no greater than ±0.1%.
In addition to measuring the homogeneity of the vertical acceleration, we
measure the horizontal (transverse) vibration along the same horizontal line140
over which we measured the differences in vertical vibration. For these experi-
ments we use the same two accelerometers, now mounting one at the center of
the vibrating platform as reference and the other to the side of the accelerometer
mounting platform (normal to the upper face of the platform) with its measure-
ment axis passing through the central axis of the shaker. An example of this145
measurement setup is show in figure 2b. The nominal transverse sensitivity of
the accelerometers is ±2.5%, which is consistent with our observed variability
in the measured amplitude of horizontal vibration. As a result, measurements
of horizontal vibration amplitude are only to be considered significant if they
exceed 2.5% of the concurrent vertical vibration amplitude. Similarly, quanti-150
tative comparisons between any two measurements of horizontal vibration are
not made with any finer resolution.
The horizontal line on the shaker’s mounting platform over which we per-
formed all of the measurements in this work was chosen arbitrarily, but the same
for all measurements (eg. see figures 2a, 2b, and 12). The results would be very155
similar had we selected any other line.
We use a National Instruments data acquisition system (NI USB-6343) to
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acquire data and to generate the driving signal which feeds into the shaker’s am-
plifier. Acquisition and generation was performed at 32 kHz, several orders of
magnitude higher than the highest frequency investigated in the present work.160
The data acquisition system interfaces with a PC using custom Labview software
with PI (proportional-integral) feedback control that maintains the vertical vi-
bration amplitude to within 0.002g of the specified target value. This accounts
for any slow drift in acceleration amplitude that may occur, often a result of
the considerable heat generated by the shaker during operation which affects its165
efficiency [14]. To measure the acceleration amplitude from the accelerometer
data, we extract the amplitude of the highest peak in the frequency spectrum,
which was always within 0.02% of the input frequency f . Furthermore, to assess
the tonal purity of the vibration, we monitored the total harmonic distortion
(THD). The THD was compute as the ratio of square root of the sum of the170
squares of the amplitudes of the harmonics to the amplitude of the fundamental
tone. The THD was always less than 0.02 in the present experiments, unless
otherwise stated. Note that the THD is a highly non-linear measurement, in
particular it increases with increased vibration amplitude. The total root mean
square (RMS) amplitude of broad-spectrum noise in our acceleration measure-175
ments was less than 0.005g for our base test shaker measurements and less than
0.05g for our air bearing setup when compressed air was supplied to the linear
air bearing. The increase in broad-spectrum noise was due to minor fluctuations
in the air supply pressure. However, the increased noise occurred predominantly
at high frequencies (> 103 Hz), resulting in no noticeably increased noise in the180
amplitude measurements at our test frequencies (20-150 Hz).
The data for this work was collected using a stepwise increase in frequency,
with a step size of 2 Hz, over a range of 20 to 150 Hz. After each change in the
frequency, we waited for the acceleration amplitude to converge to within 0.02g
of the target value before collecting data. For measurements of vertical vibra-185
tion homogeneity, the feedback controller was set to hold the mean acceleration
amplitude to a fixed value of γV = 4g. For horizontal vibration measurements,
the reference (vertical) accelerometer was set to maintain a fixed amplitude of
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4g. For all payloads, the static load offsets the equilibrium position of the ar-
mature, effectively reducing the maximum achievable peak-to-peak amplitude190
of the shaker. Thus for heavy payloads, at the lowest frequencies, we necessarily
reduced the acceleration amplitude to avoid damaging the shaker. An alterna-
tive option would have been to attach an external suspension to the armature
or payload, as in [14], which would restore the armature to its unloaded equilib-
rium position, and the factory specified peak-to-peak range. For the purpose of195
the present testing, we decided against this option, as this may have introduced
further undesirable resonances to the base system, that are no longer directly
attributable to the test shaker.
In the next section we proceed by measuring the quality of the vibration of
our test shaker in the absence of external modifications.200
3. Baseline performance of test shaker
3.1. Test procedure
To perform our baseline performance measurement of the test shaker, we
mount a square precision ground aluminum mounting plate (88.9 mm L x 88.9
mm W x 9.5 mm thick) directly to the armature platform. The vertical mount-205
ing holes for the accelerometers are spaced 40.4 mm from the center of the
platform. To study the influence of the payload weight on the shaker perfor-
mance, we add an optional number of steel plates (each 152.4 mm L x 152.4
mm W x 6.4 mm thick) beneath the accelerometer mounting plate and atop a
second precision aluminum plate (with identical dimensions to the upper plate).210
Up to four steel plates were added, which corresponded to a total payload of
5.0 kg. The plates (and bolted assembly) were designed to have fundamental
frequencies greater than 103 Hz, well above our frequency range of interest (20-
150 Hz). This ensures that our results are not contaminated by resonances of
the payload.215
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3.2. Results
The first test performed was with a minimal payload (only the mounting
plate and accelerometers installed, total payload mass m = 0.23 kg), to evaluate
the performance of the bare shaker. In figure 2c, we present measurements of
differences in the vertical acceleration at two diametrically opposed locations220
on the mounting plate. For low frequencies (f ≤ 76 Hz), the forcing is relatively
uniform, with differences no greater than 1.0%. However, as the frequency
is increased we see that an acceleration bias steadily grows and then rapidly
changes orientation, with the difference peaking at 9.2 ± 1.0% at 124 Hz. From
here up to 150 Hz, the magnitude of the difference diminishes.225
The shaded region in figure 2c represents the extent of the results of several
repeated trials. Following each trial, the mounting plate was rotated 90 degrees
and the accelerometers remounted so they continue to measure vertical accel-
erations along the same line (eg. see figure 2a), relative to the shaker. As can
be seen, small discrepancies exists between runs; these are the random errors230
discussed in section 2. The magnitude of random error was not independent of
the test parameters, but was higher near frequencies with significant vibration
inhomogeneities, with a maximum of about ±1%.
Comparing this data to the corresponding measurement of horizontal vi-
bration presented in figure 2d, we see that the strongest inhomogeneities in235
the vertical vibration coincide with greatly amplified horizontal vibration. The
peak of horizontal vibration occurs at 120 Hz and is 11.2 ± 2.5% of the vertical
vibration amplitude. Since the armature, payload, and support structure have
natural frequencies much greater than our test frequency range, we suspect that
a resonance of the armature’s suspension (internal to the shaker) is excited at240
these frequencies, which results in the observed non-axial motion.
We remeasure the shaker vertical performance with a heavier payload (m =
3.9 kg) as shown in figure 3a and present the results in figure 3b. The per-
formance characteristics have changed dramatically. In particular, appreciable
inhomogeneities in the vertical forcing amplitude appear at much lower frequen-245
cies than previously. As was the case with a minimal payload, we see that the
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onset of uneven vertical forcing coincides with strong horizontal vibration, as
evidenced in figure 3c. In fact, a single distinct and dominant peak in the hor-
izontal vibration appears for all payloads considered, and is always associated
with the onset of inhomogeneities in the vertical vibration. We tested several250
different payloads, and for each we identified the frequency (fH) within our
range that corresponds to the peak horizontal vibration amplitude, which we
refer to as the transverse resonant frequency. The results are plotted in fig-
ure 4. A clear monotonic relationship exists: the transverse resonant frequency
decreases with the mass of payload, a result one might expect for a simple me-255
chanical resonance. In fact, the data is very well described by a relationship of
the form
fH = 1
2pi
√
kH
m
(1)
which is simply the undamped natural frequency of a mass m fixed to a linear
spring with stiffness kH . We find an excellent fit to the data taking kH = 0.14
N/µm, which serves as a rough estimate of the lateral stiffness of the shaker260
suspension, and allows for the prediction of the first undesirable internal reso-
nance for an arbitrary payload. The excellent agreement provides evidence that
the non-axial motion is, as postulated, linked to mechanical resonances internal
to the shaker. Moreover, the relative phase of the horizontal and vertical vibra-
tion changes most rapidly near the transverse resonant frequency. This effective265
lateral stiffness is an order of magnitude greater than the axial stiffness of the
flexure plates (kV = 0.0176 N/µm, manufacturer specification). Regrettably,
there is no measurement of the lateral stiffness provided by the manufacturer
with which to compare our estimate.
One seemingly reasonable solution might be to continue to load the shaker270
(assuming sufficient shaker capacity) to shift the transverse resonant frequency
completely below the frequency range of interest. However, it is clear from the
results in figure 3b that the performance is not satisfactory even well beyond
this principal transverse resonant frequency. Moreover, as the shaker is loaded
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further, other higher internal resonances are shifted within our frequency range275
of interest. For our test shaker, in the absence of modifications, the first unde-
sirable internal resonance, as characterized by equation (1), defines a frequency
above which the motion is generally irregular.
The results presented in this section should appear troubling to anyone in-
terested in careful forced vibration experiments. Minor changes in frequency280
or payload can result in potentially drastic changes in vibration performance.
One point that cannot be overstressed is that despite the care in which one
designs the payload to avoid resonance, significant discrepancies in the vertical
vibration amplitude may still appear systemically due to the poor vibration
quality provided by the source, the electrodynamic shaker. We also emphasize285
that the general issues presented here are not peculiar to this particular shaker,
or this brand of shakers. Indeed, while the precise characteristics of the inter-
nal resonances will differ between models, undesirable performance arising at
frequencies well below the armature resonant frequency is common to all flexure-
based electrodynamic shakers [5]. The goal of the remainder of this paper is to290
present a method that will enable us to use the same electrodynamic shaker as
a reliable and robust source of uniaxial vibration.
4. Improved design
We present a schematic and image of our improved setup in figure 5. The
shaker is fixed to the same leveling platform as described in section 2. The key295
new feature is the linear air bearing (to be discussed in section 4.1), the carriage
of which is mounted to a platform that can be leveled by way of three locking
micrometer screws (100 threads per inch), spaced 254 mm from the central
axis of the air bearing. These screws are fixed to linear translation stages
which allow for adjustment of the lateral alignment of the central axis of the300
air bearing carriage with the shaker. This assembly is mounted to an optical
breadboard with a centered through-hole which in turn rests on four passive
air mounts (Barry Controls, SLM-1A). These isolators have a very low natural
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frequency (∼ 3 − 4 Hz) which help to isolate the table and carriage from any
floor vibrations. The slider bar of the air bearing is connected to the shaker via305
a thin drive rod that is stiff in the direction of driving but relatively compliant
in all other directions (to be discussed in section 4.2 and shown in figure 6a).
On both ends, the rod is inserted into a reamed hole of at least 13 mm depth
and set to length before being clamped in place by two diametrically opposed
set screws on each end.310
Accelerations are measured in a similar manner as before, atop a precision
ground aluminum platform (127 mm L x 127 mm W x 12.7 mm thick), now
mounted to the top of the air bearing slider bar. The vertical mounting holes
for the accelerometers are spaced 54.0 mm from the center of the platform.
4.1. Bearing selection315
To constrain the motion of the vibrating platform to a single axis we opted
for an air bearing, many advantages of which are described by Slocum [43]. First,
they are the smoothest operating of all bearings: the air layer eliminates the
influence of any small surface defects. Second, they are unaffected by wear or loss
of contact typical of slider or roller bearings. Third, they have no static friction320
and negligible dynamic friction for our expected operating speeds. Contact
bearings have been used in other variations of this experimental setup [19];
however, it was noted that a small amount of position dependent friction resulted
in increased harmonic distortion. The gap thickness of an air bearing is generally
less than that of hydrostatic bearings, making air bearings preferable for high325
precision equipment.
We selected a linear air bearing with a square cross section, as this geometry
offers impedance to both twisting and lateral motions. To minimize non-axial
motion, we would like to maximize the lateral stiffness of the air bearing. The
lateral stiffness of a linear air bearing can be estimated as [43]330
kAB = 0.6(L − a)Wps
ho
, (2)
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where L and W are the height and width of the bearing surface, a is the distance
from the row of orifices to the outlet of the bearing, ps is the supply pressure,
and ho is the unloaded gap thickness. From equation 2 it is evident that we
would like a large bearing surface, high supply pressure, and small bearing gap.
Thus we expect the best results for the largest possible bearing operating at the335
highest allowable input pressure. We selected a square air bearing composed of
anodized aluminum (Nelson Air Corp.) with L = 102 mm, W = 100 mm, a = 20
mm, and ho = 15 µm. At a supply pressure of ps = 414 kPa (60 psi), we estimate
the bearing stiffness using equation (2) to be kAB = 136 N/µm which is close
to the manufacturer specified value of 105 N/µm. We operate the bearing at340
its maximal supply pressure of ps = 520 MPa (75 psi), above which we observe
instability due to the pneumatic hammer effect. The lateral stiffness of the air
bearing exceeds that of the shaker by several orders of magnitude.
4.2. Drive rod selection
The introduction of a thin coupling rod is a common technique used in modal345
testing of mechanical structures [44]. The thin rods that couple the shaker to the
test structure are commonly referred to as “push rods” or “stingers.” Stingers
are used in modal testing to allow for efficient transmission of axial forces to
the test structure while minimizing lateral constraint forces and moments at the
point of attachment. In general, the non-axial stiffnesses of the stinger should350
be significantly less than those of the test structure in order to avoid serious in-
fluences to the measured frequency response function (FRF) [45]. Furthermore,
resonances of the stinger should also be avoided or highly damped, as these can
readily contaminate the measured FRF [46, 44].
The primary design objectives for a drive rod in our system are similar to355
those for the stinger used in modal testing. Specifically, we would prefer high
axial stiffness (for pure transmission of forces in the axial direction), low lateral
and moment stiffnesses (relative to those of the shaker and air bearing), and no
stinger resonances. The use of a flexible drive rod in the present system reduces
the need for excessive alignment of the air bearing housing with the shaker’s360
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Symbol Meaning Value
E Young’s modulus 205 GPa
ρ Density 7830 kg m−3
σe Endurance limit 515 MPa
d Diameter 1.6 mm
L Length 60 mm
A = pid2/4, Cross-sectional area 2.0 mm2
I = pid4/64, Area moment of inertia 0.32 mm4
k = 12EI/L3, Lateral stiffness 3.7 N/mm
κ = 4EI/L, Moment stiffness 0.077 N-m/deg
M Mass of payload supported by rod 3.0 kg
m Mass of entire payload 3.2 kg
fm Maximum test frequency 150 Hz
γm Acceleration amplitude 4g
Table 1: Symbols, definitions, and design parameters used in the present experiments for a
drive rod with uniform circular cross-section.
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primary drive axis [1, 10, 12, 16]. As the internal gaps of an air bearing are
typically on the order of 10 µm [43], in the absence of a flexible drive rod, micron-
resolution in the lateral and angular alignment would be necessary in order to
avoid excessive mechanical stresses on the shaker and air bearing assembly. One
further advantage of using a flexible drive rod is that it acts as a mechanical fuse365
between the shaker and payload so that an accidental over forcing of the system
will simply lead to the failure of the inexpensive drive rod, rapidly decoupling
the shaker from the payload [47].
In what follows, we summarize our principal criteria for the system’s drive
rod. Note that many of the design principles are naturally transferrable from op-370
timal stinger design [48, 46]. For simplicity and their wide range of availability,
we choose to use a solid drive rod with uniform circular cross-section.
We first consider the possibility of axial failure under periodic loading. The
amplitude of the cyclical force experience by the rod is simply the product of the
mass M of the payload supported by the rod and the peak driving acceleration375
γm. To ensure longevity of the driving rod, we require that the maximum axial
stress remains less than the endurance limit σe of the selected material. This
gives us a minimum rod diameter, d:
d >√4Mγm
piσe
= de. (3)
Note that in non-corrosive environments, the value of σe is generally independent
of loading frequencies below 200 Hz, and independent of size for diameters less380
than 10 mm [49].
We next consider the possibility of axial or longitudinal resonance. A uniform
rod deforms like a linear spring in response to an axial load, with spring constant
[50]
ka = EA
L
, (4)
where E is the rod’s Young’s modulus, A = pid2/4 is its cross-sectional area, and385
L its length. The drive rod supports a mass M , and is driven from below, as
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depicted in figure 6b. Provided that the mass, M , of the supported load has
a much greater mass than that of the drive rod, this mass-spring system has a
natural frequency fa given by
fa = 1
2pi
√
piEd2
4LM
, (5)
where d is the diameter of the drive rod. Beyond the crossover frequency390
(f > √2fa), the payload will begin to become isolated from the driver, and
the transmission of vibration from the shaker to the air bearing slider will be
attenuated. It thus becomes increasingly difficult to drive the payload to the
desired amplitude [44]. Furthermore, near the axial resonant frequency, we typ-
ically measured increased harmonic distortion, possibly due to excitation of the395
drive rod. To avoid these complications, we require that the axial resonant
frequency be greater than the highest frequency in our test range (fa > fm).
We can thus rearrange equation (5) to deduce a restriction on the length of the
drive rod:
L < Ed2
16piMf2m
= La. (6)
Given that we aim to drive a relatively heavy load (several kilograms) with a400
flexible beam, we also need to consider buckling of the drive rod. We design the
beam such that it will withstand the maximum axial compressive force expected
in our experiments, ∣Pm∣. For sinusoidal vibration we can estimate this quantity
from Newton’s second law,
∣Pm∣ =M (γm + g) , (7)
where γm is our maximum driving acceleration. Treating the drive rod as a405
clamped-clamped beam, we can express the buckling load (∣Pb∣) in terms of the
rod parameters [50],
∣Pb∣ = 4pi2EI
L2
, (8)
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where I = pid4/64 is the area moment of inertia of the rod. To avoid buckling,
we require that ∣Pb∣ > ∣Pm∣. Equivalently, we write a restriction on the length of
the drive rod:410
L < d2
4
¿ÁÁÀ pi3E
M (γm + g) = Lb. (9)
Finally, we would like to avoid transverse vibrational modes of the drive rod.
Near a transverse resonance, any transverse vibrations (introduced by shaker
or misalignment of drive rod) could be amplified [51], resulting in large lateral
forces or moments applied to the air bearing slider. We thus use an expression
for the fundamental transverse frequency of an unloaded uniform beam [50]:415
fl,0 = λ21
2piL2
√
EI
ρA
, (10)
where ρ is the density of the drive rod material and λ21 is a coefficient that
depends on the boundary conditions of the beam, and is approximately 22.4 for
a clamped-clamped beam. The natural frequency will be altered by the presence
of a constant axial load, as is the case in the present experiments resulting from
the static force due to gravity. One can approximate the fundamental transverse420
frequency of a loaded beam as [52]:
fl = fl,0√1 + Ps∣Pb∣ , (11)
where Ps is the constant axial load (negative for compression, positive for ten-
sion). Note that for compressive loads, the natural frequency is reduced. As-
suming we have adhered to our buckling condition (∣Pb∣ > ∣Pm∣), we can thus set
a lower bound on the transverse frequency of the loaded beam:425
fl > fl,0√1 − g
γm + g = βfl,0 , (12)
where we have taken Ps = −Mg. Our correction factor to the unloaded natural
frequency is β =√1 − g
γm+g which is less than unity. Thus, finally we require that
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the maximum driving frequency be less than the loaded transverse frequency
(fm < fl). Rearranging yields a condition on the length of the beam:
L <¿ÁÁÀ βλ21d
8pifm
(E
ρ
) 14 = Ll. (13)
If transverse resonances cannot be avoided, surrounding the drive rod in430
a damping material such as a soft polyurethane foam may improve results by
dampening the resonant behavior of the drive rod, a technique demonstrated to
be effective for resonant stingers [46].
We have thus arrived at four criteria for drive rod selection: namely the
avoidance of fatigue-induced failure (3), buckling (9), axial resonance (6) and435
transverse resonance (13). For our selected material (W1 tool steel) and the
design parameters summarized in Table 1, we can thus isolate our possible
design space in the L-d plane, shown as the unshaded region in figure 7a. We
immediately see that the maximum length of thin rods is limited by the buckling
condition, whereas for thick rods the length is limited by the threat of transverse440
resonance. Given that the buckling length (Lb) and the length necessary to avoid
axial resonance (La) both scale with the diameter of the rod squared (L ∼ d2),
the more restrictive criteria for a particular application will thus be determined
by the relative magnitudes of their pre-factors.
Ideally, we would like to select a rod that minimizes both the lateral stiffness445
(k) and the moment stiffness (κ), described schematically in figures 6c and 6d,
respectively. For the present geometry, the lateral stiffness of the rod may be
expressed as [48]
k = F
δ
= 12EI
L3
= 3piEd4
16L3
, (14)
and the moment stiffness of the rod as
κ = τ
θ
= 4EI
L
= piEd4
16L
. (15)
We can then replot our design region to show the possible lateral compliances450
(1/k) in figure 7b and moment compliances (1/κ) in figure 7c, both of which we
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would ideally like to maximize for our present application. It is clear from these
figures that both compliances cannot be maximized simultaneously. However,
we can identify a diameter (dm, here about 2.2 mm) above which both the
maximum possible lateral and moment compliances decrease if the rod size is455
further increased. This maximum diameter occurs here at the crossing point
of the buckling and transverse resonance length criteria. This suggests a finite
range of possible diameters to select from, de < d < dm. In this range it is
apparent that the smaller diameters give better moment compliance, while the
larger diameters give better lateral compliance. In fact, the maximum product460
of the compliances, 1/(kκ), is constant in this region, suggesting the direct
trade-off between the two. This can be easily understood, as the product of
the compliances will be constant if the length of the rod increases as d2, which
is the same relationship (L ∼ d2) as both the buckling and axial resonance
restrictions. We compromise by selecting a rod with a diameter near the middle465
of this region at approximately 50% of its maximum allowable length as a safety
factor. Taking such a safety factory will also allow us a small amount of leeway
should we later decide to adjust the experimental parameters (e.g. increasing
the payload), without having to necessarily change the rod. For our selected
rod parameters (d = 1.6 mm, L = 60 mm), we compute a lateral stiffness of 3.7470
N/mm, which is several orders of magnitude less than the lateral stiffnesses of
both the shaker and of the air bearing. For all of the results in the following
section, we will use this drive rod unless otherwise stated.
Finally, we note that had we also considered maximizing the twisting com-
pliance of the rod, the ultimate conclusion would be the same as that for max-475
imizing the moment compliance of the rod (figure 7c). Specifically, we would
like the rod be as thin as possible, with the maximum length set by either the
buckling or axial resonance condition.
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5. Testing of improved design
In figure 8a, we show the accelerometers mounted to the test platform in the480
configuration for testing the homogeneity of the vertical vibration. These re-
sults are presented in figure 8b. The solid line represents the average of thirteen
frequency sweeps, while the shaded region indicates the complete range of mea-
surements. As before, following each trial, the mounting plate was rotated 90
degrees and the accelerometers were remounted to assess the influence of random485
errors. The maximum vertical vibration inhomogeneity has been significantly
reduced over the unmodified test shaker (figure 2c) by a factor of approximately
100. There is also an appreciable reduction of random errors over the baseline
measurements, with a maximum now of about ±0.3% for the highest frequencies
considered, but less than ±0.15% for frequencies below 100 Hz. We also tested490
the performance after adding an additional 2.8 kg of payload to the mounting
plate, the same steel plates used for the baseline testing. The result is given
by the dashed line in figure 8. We see that there is no significant difference
between the results, indicating that the response is no longer highly sensitive to
the payload mass as was the case for the bare shaker. The slight deviations from495
uniformity appearing in both cases at high frequencies again coincide with an
internal resonance of the shaker. We also measured the amplitude of horizontal
motion for both the base and heavy payload in figure 8c. In both cases, the
maximum horizontal motion is significantly reduced, always measured to be less
than the transverse sensitivity of the accelerometers. However, we did measure500
an increase in the total harmonic distortion at high frequencies for the heavy
payload (exceeding 2%). We suspect that this increase was due to the reduction
of the drive rod’s axial resonant frequency (fa = 173 Hz) to a value just above
our maximum test frequency.
We also explored the effect of decreasing the rod length from L = 60 mm to505
L = 40 mm while maintaining the same rod diameter, decreasing both the lateral
and moment compliances. In figure 9a, we observe an increased amplitude in
the deviations from uniform vibration, suggesting that minimizing rod stiffnesses
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assists in reducing transmission of non-axial motion near a shaker resonance.
Again, our measurements of horizontal vibration of the two rods were both less510
than the transverse sensitivity of the accelerometers, as shown in figure 9b.
Returning to the original L = 60 mm rod, we next investigated the influence
of an intentional lateral misalignment on the performance. For these exper-
iments we translated the air bearing leveling plate horizontally along the di-
rection of the measurement axis, measuring the distance moved with a digital515
probe indicator. In figure 10a, we demonstrate that the intentional misalign-
ment introduces an increase in the inhomogeneity of the vertical vibration. The
vertical acceleration amplitude is greater on the side of the payload opposite to
the direction we move the air bearing carriage. However, the amount by which
the inhomogeneity increases is sensitive to the vibration frequency. Once again,520
our measurements of horizontal vibration of the two rods were always less than
the transverse sensitivity of the accelerometers, as shown in figure 10b.
For four frequencies in our test range, we collected additional data to further
characterize the effect of misalignment on the vertical vibration homogeneity.
The results are presented in figure 11. For each frequency, we find a clear linear525
relationship between the misalignment distance δ and the difference in vertical
vibration amplitudes on opposite sides of the plate, ∆γV . One might notice
that the curves do not all pass precisely through the origin. The shift (most
apparent for 150 Hz) is due to internal shaker resonance of which we have seen
that a small amount of inhomogeneity persists even for good alignment (recall530
figure 8b). Overall, these results suggest a straightforward method to calibrate
alignment. At a given frequency, several measurements of inhomogeneity can
be taken as a function of the lateral translation of either the bearing or shaker,
from which the ideal alignment can be easily extrapolated. Additionally, as
was also evident in figure 10a, this sensitivity to misalignment increases as the535
frequency is increased. Despite this shortcoming, one should not lose sight of
the fact that the performance is still significantly improved over the baseline
shaker (figure 2c), even with relatively severe misalignment. We also observed
a globally increased sensitivity to misalignment when testing the shorter rod
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L = 40 mm, as might be expected. We suspect that there will be a similar540
performance sensitivity to angular misalignment, although this dependence was
not systematically investigated.
Also, by measuring horizontal motion off axis, we found no significant twist-
ing motion in any of the prior test cases, as evidenced in figure 12.
The only performance measurements of a similar system that could be found545
were reported by Deseigne et al. [16]. Their data suggests that above a fre-
quency of about 60 Hz, the maximum difference of vertical vibration amplitude
on the platform was never less than approximately 10%. The reason for this
relatively large inhomogeneity is not clear. Unfortunately, they do not report
the distance from the central axis at which they measure the vertical accelera-550
tions, as the measured differences in acceleration due to non-axial, rigid body
motion should be linearly dependent on this distance. Furthermore, they use a
large polystyrene cone to lift the plate above the air bearing, which places the
center of mass of the payload much higher than the point of support, making
the payload more susceptible to rocking motions. The selected frequency for555
their experiments (f = 115 Hz) lies between two apparent yet uninvestigated
resonances in the system, easily identified by pronounced localized deviations
from homogeneity.
To ensure high-quality vibration, even with the use of an external air bearing
and properly designed drive rod, one must also carefully design the payload and560
the support structure for the air bearing to avoid resonances. For example, a
resonance of the air bearing leveling plate will readily contaminate the results,
as the carriage itself may no longer be rigidly fixed along a single axis. Through-
out our development of the final design, aberrations in performance that were
localized in frequency were always underlaid by some mechanical resonance in565
the system. Once identified, the component could be redesigned and the perfor-
mance substantially improved. In general, we noticed that the improved system
discussed herein was remarkably robust at low frequencies; however, more care-
ful alignment and component design became necessary at higher frequencies.
The potential influence of drive rod resonances can easily be checked by570
22
varying the rod length and assessing whether the spurious resonant frequencies
shift. If not, it is likely that the aberrations are caused by the resonance of some
other component in the system.
6. Conclusions
We have demonstrated the efficacy of introducing a linear air bearing to575
rectify the non-axial motions typical of flexure-based electrodynamic shakers.
We tested a standard shaker and observed a distinct mechanical resonance of
the armature’s suspension leading to non-axial motion of the payload. We have
also demonstrated that the performance of the unmodified shaker is sensitive
to the details of the payload, including its mass. This resonance introduces580
large inhomogeneities in the vertical vibration amplitude as well as significant
transverse vibrations of the armature. The frequencies considered are well below
the resonant frequency of either the armature itself or the payload, and are
typical of experimental investigations of vibrated granular materials, Faraday
waves, and walking droplets.585
We have presented the details of an improved design that incorporates an
external air bearing to eliminate torsional motion and more effectively constrain
the vibration to a single axis. We have provided general criteria for selection
of a drive rod that couples the shaker to the air bearing slider. We have also
presented our test results, which demonstrated a significant improvement of the590
vibration quality of the payload for our entire frequency range of interest (20-
150 Hz). In particular, our design reduced the maximum inhomogeneity of the
vertical vibration amplitude from approximately 10% to 0.1%. The details of
our results have allowed us to arrive at several important conclusions concerning
our new design. First, the performance is relatively insensitive to the mass of595
the payload, in stark contrast to the baseline shaker results. Second, minimizing
the non-axial stiffnesses of the drive rod reduces the transmission of non-axial
motions to the drive platform. Finally, we reported a linear dependence of the
inhomogeneity of vertical vibration on the lateral alignment of the air bearing
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with the shaker. In all tests performed with the improved setup, the horizontal600
vibration and any potential twisting motions of the platform were too small to
be detected by the accelerometers.
While the mild sensitivity to alignment might be seen as a shortcoming, it
could also prove useful for certain investigations. In particular, intentional mis-
alignment seems to be a controllable way to introduce imhomogeneous vibration605
into the system. One might thus investigate the influence of mildly inhomoge-
neous vibration on pattern formation in Faraday waves or on the trajectories of
walking droplets.
Most recently, we utilized this vibration system in our study of droplets
walking on a vibrated rotating bath [37]. We demonstrated that just below610
the Faraday threshold, the dynamical and statistical behavior of the droplets
is extremely sensitive to the driving amplitude. Reliable results thus required
the highly uniform driving and precise control of the forcing amplitude made
possible by our improved vibration system. We are presently revisiting several
key experiments in the field of hydrodynamic quantum analogues, in particular615
the diffraction of walking droplets by single- and double-slit geometries [34] and
droplets confined to cavities [40], with previously unattainable control of the
forcing amplitude. We hope that these studies will yield further insight into the
quantum-like behavior of walking droplets [33].
620
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Figure 1: Simplified schematic of cross-section of a typical electrodynamic flexure-suspension
shaker.
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Figure 2: Performance of test shaker with payload of m = 0.23 kg, as shown in (a) and (b).
The dashed lines labeled A and B indicate the horizontal line over which all measurements
were taken. (c) Normalized difference in vertical acceleration amplitude measured in two
diametrically opposed locations on accelerometer mounting plate as shown in (a). The solid
line is the mean of five frequency sweeps, while the the shaded region indicates the complete
range of measurements. (d) Acceleration amplitude of horizontal vibration, measured as shown
in (b). Characteristic error bars corresponding to the transverse sensitivities are shown.
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Figure 3: Performance of test shaker with payload of m = 3.9 kg, as shown in (a). (b) Nor-
malized difference in vertical acceleration amplitude measured in two diametrically opposed
locations on mounting plate. Characteristic error bars corresponding to estimated random
errors are shown. (c) Acceleration amplitude of horizontal vibration. The peak of lateral
acceleration amplitude in the frequency range of interest is identified as fH , here at 30 Hz.
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Figure 4: The dependence of fH on payload mass m. The experimental data (∎) is well
described by a curve (dashed line) of the form given by equation (1) with kH = 0.14 N/µm.
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Figure 5: (a) Schematic and (b) image of the improved setup with external air bearing.
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Figure 6: (a) Close-up image and (b) schematic of drive rod. Diagrams defining the (c) lateral
stiffness, k = F /δ, and (d) moment stiffness, κ = τ/θ, of the drive rod.
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Figure 7: (a) Design region for drive rod, (b) lateral compliances of design region, and (c)
moment compliances of design region. The curves represent bounds based on the avoidance of
endurance-induced failure (3), axial resonance (6), buckling (9), and transverse resonance (13)
as labeled, using the quantities from table 1. The shaded regions are forbidden or inaccessible
due to at least one of these criteria. The marker identifies the location of the selected drive
rod for the present application.
33
−0.004
−0.002
0
0.002
0 25 50 75 100 125 150
0
0.01
0.02
0.03
0.04
f (Hz)
Δ
γ V
/γ
V
(b)
(c)
γ H
/γ
V
(a)
Figure 8: (b) Normalized difference in vertical acceleration amplitude measured in two di-
ametrically opposed locations atop the air bearing slider as shown in (a). The solid line is
the mean of thirteen frequency sweeps with a total shaker payload of m = 3.2 kg, while the
shaded region indicates the complete range of measurements. The dashed line represents a
measurement with an additional 2.8 kg mounted atop the slider bar. (c) Acceleration ampli-
tude of horizontal vibration, with a base payload (m = 3.2 kg, solid line) and a heavy payload
(m = 6.0 kg, dashed line).
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Figure 9: (a) Normalized difference in vertical acceleration amplitude measured in two di-
ametrically opposed locations atop the air bearing slider with base payload (m = 3.2 kg).
The solid line is the result for the drive rod of length L = 60 mm. The dotted line is the
result for the drive rod of length L = 40 mm, with the same diameter. Characteristic error
bars corresponding to estimated random errors are shown. (b) Acceleration amplitude of the
corresponding horizontal vibrations.
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Figure 10: (a) Normalized difference in vertical acceleration amplitude and (b) acceleration
amplitude of horizontal vibration atop the air bearing slider with different amounts of lateral
misalignment along test axis between air bearing housing and shaker (solid line, δ = 0.0 mm;
dashed line, δ = 0.4 mm; dash-dot line, δ = 0.8 mm).
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Figure 11: Normalized difference in vertical acceleration as a function of lateral misalignment
(δ) along the test axis between air bearing housing and shaker for four different test frequencies.
The lines are linear fits to the respective data sets. Characteristic error bars corresponding to
estimated random errors are shown.
37
(a)
(b)
0 25 50 75 100 125 150
0
0.01
0.02
0.03
0.04
f (Hz)
γ
/γ
V
ΔγV
A
B
γH
γB
B
Figure 12: (a) Image of the accelerometer mounting plate for the air bearing setup. To assess
the possibility of twisting motions, we also measure the horizontal vibration amplitude along
line B (γB), which is 40.4 mm off of the central axis of the shaker. The measurements of the
horizontal vibration amplitude, γH , were taken along line A. (b) Acceleration amplitude of
horizontal vibration (γB). The solid line is the result with a drive rod of length L = 60 mm,
total payload m = 3.2 kg, and lateral misalignment δ = 0.0 mm; the dashed line is with L = 60
mm, m = 6.0 kg, δ = 0.0 mm; the dotted line is with L = 40 mm, m = 3.2 kg, δ = 0.0 mm; and
the dash-dot line is with L = 60 mm, m = 3.2 kg, δ = 0.8 mm.
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